


UHF DIGITAL TRANSCEIVER

TK-3601D

Put your employees in touch with each 
other instantly and raise the level of 
customer service. Managers, Cashiers, 
and security staff can get updates on 
anything, anytime.

Employees with instant access to one 
ano the r  make  fo r  a  smoo th  d in ing 
experience. Management can be on-call, 
hosts can minimise waiting times, and the 
kitchen staff can instantly communicate 
with waiting staff about orders.

Slim design, compact body and lightweight weighing 
approximately 160g. It offers handling for a Zone 3 (digital) 
in addition to existing Zone 1 (analogue) and Zone 2 (digital), 
avoiding interference. 

In addition to the main channel, use of another channel for 
standby and transmission is possible. This feature is useful 
for giving different instructions to different staff.

A screw-type independent rotation nut enables reliable 
attachment of accessories.

Choose from 7 LED colours that illuminate when the power 
is turned on. Colors can be set to identify different units.

Compliant with 11 United States Military Standards (MIL-
STD). IP67 protection against dust and immersion, and 
IP54/55 protection against water jets.

Even in noisy environment you can hear the 
conversation clearly.

Quickly search channels being used for calls from other radio 
units. Searching resumes immediately after signal reception.

Choose from 6 kinds of notification sounds.

Prioritise guest happiness with instant 
responses from interconnected staff. Your 
front desk can ensure a smooth stay from 
arrival to departure, while cleaning and 
maintenance can be more responsive.

Optimise your school’s operation with 
teachers,  administrat ion and staff  a l l 
connected to one another. Increase safety 
with ready staff responses. Manage student 
movement with direct communication between 
staff to control any gathering more efficiently.

Zone Select Busy Channel Lockout Button Lock / Super Lock Voice Announcement  VOX / Semi-VOX Time-out Timer Battery Saver Incoming Call Notification PTT Hold 
Hide Channel Name Audio Effect Earphone Mode Common ID Lookback                  Analogue QT / DQT Compander Calling Alert 

Other features

Restaurant

Lightweight and compact, 
with handling for 3 zones

Second PTT

Independent rotation nut

Selectable Power on LED

Scan

MIL-STD & IP67

Proceed Tone Transmit Modulation

750mW Loud Audio

TK-3601D KNB-81L KSC-50CR KSC-44SL KBH−14

All-in-one package

Retail

Education

The refined design makes doing business a breeze.

Stronger collaboration through communication 
increases team work quality.

Hospitality


